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ABSTRACT 
Virtual Environments (VEs) have the potential to revolutionize 
traditional product design by enabling the transition from 
conventional CAD to fully digital product developmnt. The 
presented prototype system targets closing the .digital gap# as 
introduced by the need for physical models such as clay models or 
mockups in the traditional product design and evaluation cycle. 
We describe a design environment that provides an intuitive 
human-machine interface for the creation and manipulation of 
three-dimensional (3D) models in a semi-immcrsive design space, 
focussing on ease of use and increased productivity for both 
designer and CAD engineers. 

Virtual Reality, Immcrsive Environments. 3D Sculpting, 
Computer Aided Geometric Design (CAGD). 

Keywords 

1. INTRODUCTION 
As companies focus on streamIining productivity as a response to 
global competition. the migration to computer-aided design 
(CAD), computer-aided manufacturing (CAM), and computer- 
aidcd engineering (CAE) systems has established a new backbone 
of modcm industrial product development. While most of these 
technological advances arc of high benefit to the engineering and 
design community [l]. they still lack some of the important visual 
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and haptic features crucial to product development. A car design. 
for example, traditionally originates from a clay model. which 
after digitization, forms the basis for a numerical CAD description 
in Bezier. B-spline. or NURBS format [9.10]. Furthermore. 
physical models, so called mock-ups. still play a key role in the 
arcas of design evaluation and verification, introducing a 
discontinuity in the otherwise CAD-centered development cycle. 
3DVIS aims at closing this technology gap experienced by design 
and CAD engineers by transforming the classical design paradigm 
into its fully integrated digital and virtual analog (Figure 1). The 
goal is to facilitate the cooperation between designer and engineer 
and to aid in strcvnlining design, analysis and testing phases. This 
is achieved by providing a real-time 3D semi-immersive design 
environment that supports modeling metaphors such as intuitive 
hand gestures and virtual tools for the creation and modification 
of geometric and CAD primitives. This approach allows the 
preservation of the hands-on experience from the physical world 
while overcoming the well known classical 2D constraints 
introduced through the keyboard. A powerful feature of this 
implementation is its ability to provide an unprecedented amount 
of real estate for the user in the form of a 3D desktop. Anyone 
with experience in working with multiple open and overlapping 
windows or virtual 2D desktops on a regular display will 
appreciate that objects, tools, and other components can now be 
placed and arranged in an almost unlimited 3D domain. 

2. BASIC SYSTEM LAYOUT 
3DVIS was specifically designed to work with a MW generation 
of stereo projection systems currently mvlreted under names like 
Immcrsive Workbench, Responsive Workbench and ImnursaDesk 
[2,4]. We used the Immenive Workbench from Fakesplce which 
allows stereo projection of 3D computer-generated images onto an 
approximately 2x1.5m projection area. A 4-pmcessor SGI Onyx2 
InfiniteReality system (225MHz. RlOOOO processor) was used as 
the rendering engine. The basic hardware setup is illustrated in 
Figure 2. The user is wearing shutter glasses with integrated head 
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3.2 Object Creation and Manipulation 
3DVIS provides a variety of mechanisms for the creation and 
manipulation of objects. Objects can be either imported from a 
file, interactively created by using a set of CAD primitives, or 
modeled using drawing primitives and freeform shapes. The CAD 
primitives are npmcnted in Bezier, B-Spline or NURBS form, 
and for smaller models tessellated on the fly. Supported CAD 
primitives and operations are: point, line, curve. circular arc. 
elliptic arc; surface, ruled surface, surface of revolution (cylinder, 
sphere, etc.); symmetric geometry creation by using reflection, 
curve fitting, surface fitting and Coons patches. hawing 
primitives md freeform shrpes support the conventional line- and 
polygonoriented sketching concept. Most CAD primitives have a 
predefined set of default properties assigned to them. In the case 
of the NURBS surface primitive, the system creates a predefined 
set of control points, knot vectors, weights, orders. etc. Once an 
object is created, its visual representation is added to a 
hierarchical scene graph. All graphics components within the VE 
are treated as objects, which can be freely positioned, manipulated 
or grouped. Special behavioral actions can be a~tached to any 
object and turned into a tool for the manipulation of other objects. 
Any regular non-static object within the scene graph can be 
directly accessed and manipulated. Non-static objects come 
wifhout any attached constraints, whereas static objects come with 
a set of distinct attributes defining which manipulations and 
interactions are allowed within certain boundaries. These objects 
arc of particular interest for industrial design since they preserve 
predefined design constraints. All visible objects contained in the 
scene graph can be selected and their properties visualized using a 
simple hand gesture. Selected non-static objects can be directly 
auxssd, manipulated and grouped, whereas static objects come 
with a set of distinct attributes defining which interactions and 
manipulations arc allowed within the specified boundaq 
conditions. 
Furthemre, we distinguish between engineuing and design 
metaphors in the context of object creation and manipulation. For 
example, the engineering metaphor for a NLJRBS surface provides 
the user with direct access to control points, weights, degrees and 
knot vectors, whereas the design metaphor mask this information 
using hand-surface interpolation with local f e r n  control. In 
other words, the designer uses high-level tools such as magnets 
and stamps to sculpt the surface without actually having to deal 
with its mathematical description. 
Another important prerequisite was that an object design history 
must be accessible. This approach allows us to enable important 
features including undo and redo operations but also supports 
tracing of efficient artistic or engineering design patterns. 

33  Virtual Toolbox 
The virtual toolbox is merging the advantages of conventional 
physical tools with the high-precision components of today's CAD 
systems. Instead of actually defining tools, we define actions and 
functionality, which can be applied to arbitrary objects in the VE. 
By doing this, we provide the designer with unlimited space for 
creativity and the means for the creation of new tools and design 
concepts. In our object oriented fnmcwork tools can be used to 
shape models which $en can be turned into tools on their own. 

Brushes 
Jigs 

r M S ~  I Modeling constraints applied to objcds I 

Apply properties to touched objects 
Movement constraints 

Editors 
Smoothers Surface smoothing operations 
Hotwires Cutting tool operations 

Magnets Attractive or repulsive forces 

Color, material and certain pperties 

3D printing stock 

Table 2: Components of the virtual toolbox 

3.4 Object Selection 
This operation is the starting point for any object-specific 
interaction task. The basic idea is to use a 3D input device and to 
select the closest object to the spatial position of the device when 
device-specific action is invoked (button press or pinch). While 
this operation can be easily performed in 2D by using the 
intersection of a ray with the Screen this approach is not satisfying 
for 3D environments. Specifying a target based on the absolute (x, 
y, z) position of the tracker can be a tiresome task and better 
solutions using ray casting and cone casting metaphors exist [6]. 
Instead of directly specifying the 3D point, the spatial input 
device is used to shoot a ray or a spotlight into the scene, allowing 
the user to hold the input device in a comfortable position and 
rotate it to change the ray direction. Nevertheless. since accuracy 
and easc-of-use are key design WOK for our application, we 
decided to use the absolutc position of the tracker mnppcd to 
world coordinates. In the case of the stylus, a virmpl proxy at the 
end of its tip visualizes the target pointer. When the proxy 
intersects the bounding box of a selected object, the object is 
highlighted and ready for selection. Improved interactivity is 
achieved by the possibility to move or scale the entire scene or 
particular selected objects. Once an object is selected it can be 
rotated, translated, scaled or re-shaped, provided the object is 
declared as non-static. 

3.5 Scene Navigation 
Using head tracking. the designer can study an entire model in a 
VE by simply moving hidher head or physically walking around 
the model. The navigation mode is enhanced in two different 
ways. By performing a pinch action the user can select and re- 
position an object by using either one of the data gloves. This 
mode. called object-nuvigution modc. allows the user to freely re- 
position and analyze the active object. If both gloves arc pinching 
at the same time. 3 D W  switches into scene-nuvigarion mode. 
The imaginary segment between the pinching points is used as a 
five-dcgxzcs-of-frccdom manipulator. The length of this segment. 
i.e.. the distance of the two picking points, controls the scale of 
the model. In the case that no object h?f previously been selected. 
the navigation action is applied to the entire scene, which, by 
definition, is just another object composed of a group of objects. 
This Scheme also supports a user&fined level of accumcy in 
which finer or coarser levels of precision can be defined by 
scaling the workspace. This navigation scheme is intuitive and 
versatile and new USCK arc able to easily examine even complex 
scenes after only a few minutes of practice. 

Manipulators I Translation. rotation, sale, merge, etc. I 
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